23 - Body / Interior / CONSOLE, Floor / Removal and Installation
REMOVAL AND INSTALLATION
REMOVAL
1. Disconnect and isolate the negative battery cable(s) (Refer to 08 - Electrical/Battery System/Standard Procedure) .

  
2. [bookmark: GUID-603584D4-A23D-4DC0-9435-61EC7820546][bookmark: GUID-779D78B1-EEFC-41EE-99BF-7B8F8050958]Remove the transfer case shifter handle (Refer to 21 - Transmission and Transfer Case/Transfer Case/HANDLE/Removal and Installation) .
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3. Using a trim tool, release the retaining clips and remove the console bezel (1) for the transfer case shifter and parking brake lever.

  
4. [bookmark: GUID-94050A08-8E6D-4E86-BB6E-76BE948ACD3][bookmark: GUID-1E7D933B-CE2C-4321-88CE-292450C8A8C]Remove the transmission shift knob (Refer to 21 - Transmission and Transfer Case/Automatic/SHIFTER, Transmission/Removal and Installation) .
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5. [bookmark: GUID-06C51607-909D-4636-B9B6-1BCD91A666A]Using a trim stick release the retaining clips and remove the console bezel (1).

  
6. [bookmark: GUID-0D50E35E-AA52-4021-AE5F-97D97B3420B]Disconnect wire harness connectors from the console bezel.
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7. [bookmark: GUID-DC6B714B-68D0-4E8B-A262-284899FF98D]By hand, lift upwards on the cup holder releasing it from retainers.

  
8. [bookmark: GUID-AB1DA1DC-D730-4499-8856-E0C1DD3DC64]Disconnect the wire harness connector (1) for the cup holder light and remove the cup holder.
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9. Remove the front bolt covers and the bolts (1) on both sides of the console.


  
10. [bookmark: GUID-18CC36A1-BA5C-43B4-A522-FE72089B9F6]Move the front seats to the full forward position.
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11. [bookmark: GUID-9AEB8BFA-7493-4A84-B3D8-A7AC98E366D]Remove the rear bolt covers and the bolts (1) on both sides of the console.
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12. Disconnect the wire harness connectors (1) under the rear of the front passenger seat.

  
13. Remove the console from the vehicle with the shifter in the neutral position and lift from the back and slide out towards rear of vehicle.


  
INSTALLATION
1. [bookmark: GUID-A9C84BDA-E0D0-456F-AAD4-65490BD3D59][bookmark: GUID-4C4E3D97-BBB5-4B46-AAA9-AF3CBA48DBC]Carefully position the console into vehicle, routing the wiring harness as necessary.
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2. [bookmark: GUID-37E951BF-E369-477D-B097-A23A1318825][bookmark: GUID-29DFC2AF-6B64-4571-AAE3-87994FF98EB]Connect the wire harness connectors (1) under the seat.


	[image: C:\Jeep\en_US\graphics\GUID-2316127957.png]



  
3. [bookmark: GUID-744BCED7-92F7-4CD5-A286-E3166AB2733]Install the rear console bolts (1) and bolt covers.


  
4. [bookmark: GUID-FDEBC25F-7B58-4E23-A944-05C16986EED]Move the seats to the full rearward position.
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5. [bookmark: GUID-D36CEB08-DFF0-49D2-A82A-C4D0E391099]Install the front console bolts (1) and bolt covers.
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6. [bookmark: GUID-6FF0A524-9D6B-4EDD-9951-2EE3715DB55]Connect the wire harness connector (1) for the cup holder light and install cup holder.
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7. [bookmark: GUID-5D0B1949-BE81-4A9F-A28E-0B7443F4572][bookmark: GUID-B8DC152E-97CF-4F67-A74A-89B58300D89]Install the console bezel (1). 
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8. Install the console bezel (1) for the transfer case shifter and parking brake lever.


  
9. Install the transmission shift knob (Refer to 21 - Transmission and Transfer Case/Automatic/SHIFTER, Transmission/Removal and Installation) .

  
10. [bookmark: GUID-8BE0F582-371B-415E-A8CF-6D959919289]Install the console bezels for the transfer case and parking brake lever.

  
11. Install the transfer case shifter handle (Refer to 21 - Transmission and Transfer Case/Transfer Case/HANDLE/Removal and Installation) .

  
12. Connect the negative battery cable(s) (Refer to 08 - Electrical/Battery System/Standard Procedure) .
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